~ |
!

FRODUCT| BOLIETIN *  PREMIX TOPPING BULLETIN NO: J-6803
DRYWALL! ACCESSORY ~ COMPOUND DATE: © 3-10-75
PRODUCTE .. - © . . (ASEESTOS FREE) | PAGE: lof 2
. AFPROVALS: " .| PRODUCING PLANT: CANCELS: = J-6803
o : : . . SEATTLE - . DATE: - A-B-T4
BULIETIN | DESCRIPTION | 1 % | rvomws | cauoss
165 . Ground Raw Gypsum _ ' 58,79 | 3800
289 Wollastonite - ' 3,87 250
442 Tale - . B {1 .1.55 100
086 Celite 434 . ' 1,55 100
052 Attagel 40 _ 7 0,08 5
245 Methocel 228 0.25 - 16
330 Polyvinyl Alechel = 0.08 | 5
453 Preservative - Dowicil 75 0.09 . (6}
470 PVAc Bmilsion (4.41% on solids) | 5.14 332 36
282 ‘Oleie Acid | " 0,37 24
. 450 Triethanolamiﬁe- ' - 0.'19. 12
457 _Nopeo NXZ (defosmer) 1 0.9 12
267 Odorless Mineral Spirits ' 0,77 .50 g
Water - start - 24,45 . 1580 | 190
Water - adjust to std. v1scosity 2,63 170 20
‘ TOTAL SR _ 100,00 6462
1, See Process. Bulletin J-2,
2. Dry blend all powder materials 8 minutes,
3. For summer conditions add 8 gallons Ethylene glycol or IJ:Lethylene glycol
per batch and increase Methocel to 20 lbs, per batch, -
™-1 Viscosity, Viecat, 150 gm cyl @ 5 sec, | 20 - 23 mn
TM-1A Viscosity, Brook{iield, cps : . 230,000 -+270,000
TM-6 Application . - No lumps
T™=7 Workability ‘ Equal to Standard
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